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(10/8/2010)

Environmental Restoration sampling frac tanks 7, 8, 9, & 10.



Environmental Restoration sampling the API oil and water 

(10/8/2010)

Environmental Restoration sampling the API oil and water 
separation pit.



(10/29/2010)

Stormwater cap excavation north of manway SS17.



Environmental Restoration pressure washing asphalt on 

(10/29/2010)

p g p
the southeast area of the site.



Environmental 
Restoration climbing 
an oil storage tank 
on the east side of 
the site to the site to 
investigate the 
amount of oil 
contained inside.

(11/1/2010)



AreaRAE Unit 2 at Location 2 on the west fence in 

(11/2/2010)

the northeast area, bordering Asphalt Materials.



Stormwater cap with 55‐gal poly drums 

(11/2/2010)

p 55 g p y
after concrete pouring.



(11/8/2010)

Completed north stormwater berm.



View of the concrete access pit & east/west million gallon 

(11/9/2010)

p / g
bunker tanks from the API tanks.



(12/2/2010)

Environmental Restoration pumping oily water from 
frac tanks  0 to tr cks for disposal at United Water

(12/2/2010)

frac tanks 7‐10 to trucks for disposal at United Water.



WSP using a vac truck & vac box for removing 
l f k

(12/4/2010)

material from Tanks 43 & 44.



WSP using a vac truck & vac box for 

(12/4/2010)

removing material from Tanks 43 & 44.



(12/8/2010)

Water/ice in the southwest corner of the Dehydration Building resulting from 
the water not being completely shut off by the PTFD when the sprinkler 

(12/8/2010)

the water not being completely shut off by the PTFD when the sprinkler 
system burst on 12/7/2010.



Administration Building laboratory after 

(12/9/2010)

g y
labpacking was complete.



Burst water 
pipeline abo e pipeline above 
the Flocculent 
Building eye Building eye 
wash/shower 
stationstation.

(12/10/2010)



(12/15/2010)

WSP taking PCB sludge confirmation samples from Tank 51.



(12/16/2010)

View of the site from the top of Tank 51.



(12/16/2010)

View of the site from the top of Tank 51.

(12/16/2010)

View of the site from the top of Tank 51.



(12/16/2010)

Stormwater discharge pipeline from manway SS‐17 g p p y 7
to the City of Indianapolis sanitary sewer.



WSP t ki  PCB WSP taking PCB 
sludge confirmation 
samples from Tank 51samples from Tank 51.

(12/17/2010)



Manway SS23 (just south of Concrete Access Pit) 

(12/16/2010)

on the northeast area at storage capacity.



A. Two 1‐million gallon bunkers (both full)
1 Three Waste Streams for Disposal (liquid  sludge  and solid)1. Three Waste Streams for Disposal (liquid, sludge, and solid)
2. Confined Space Entry

B Primary Oil SeparatorB. Primary Oil Separator
1. At Capacity
2. Confined Space Entry

C. Storm sewers on the Northeast side of the property
1. At Capacity
2 Oily Sludge Waste2. Oily Sludge Waste

D. Continue Storm Water Maintenance
1. USEPA was issued Special Discharge Agreements

E. Odor Issues/ComplaintsE. Odor Issues/Complaints

F. Attend Monthly Committee Meetings


